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Pedal 

Double Bass 16’

Sub Bass 16’

Octave Bass 8’

Bourdon 8’

Octave 4’

Contra Trumpet 16’

Trumpet 8’

Great  Swell

Bourdon 16’ Bourdon 8’

Open Diapason 8’ Viola  8’

Chimney Flute 8’ Celeste 8’

Octave 4’ Flute 4’

Open Flute 4’ Quint Flute 2 2/3’

Quint 2 2/3’ Wood Flute 2’

Super Octave 2’ Seventeenth 1 3/5’

Cornet IV Mixture III

Fourniture IV Oboe 8’

Trumpet 8’   

 

   

Disposition Ecclesia 150
Accessories  

Swell to Great 

Great to Pedal 

Swell to Pedal 

Tremulant Great 

Tremulant Swell 

Chorus

Manual Bass 

  

  

   

   

Ecclesia 150/250

Pedal 

Double Bass  16’

Sub Bass  16’

Octave Bass  8’

Bourdon  8’

Octave  4’

Rauschpfeife  III

Contra Trumpet  16’

Trumpet  8’

Great  Swell

Bourdon  16’ Diapason  8’

Open Diapason  8’ Chimney Flute  8’

Bourdon  8’ Viola  8’

Gamba  8’ Celeste  8’

Octave  4’ Octave  4’

Open Flute  4’ Flute  4’

Quint  2 2/3’ Quint Flute  2 2/3’

Super Octave  2’ Wood Flute  2’

Cornet  IV Seventeenth  1 3/5’

Sesquialtera  II Larigot  1 1/3

Fourniture  V Mixture  III

Contra Trumpet  16’ Bassoon  16’

Trumpet  8’ Cromorne 8’

Vox Humana  8’ Oboe  8’

    

Disposition Ecclesia 250
Accessories  

Swell to Great 

Great to Pedal 

Swell to Pedal 

Tremulant Great 

Tremulant Swell 

Chorus

Manual Bass 

  

  

   

   

A Church Organ for Tropical Countries
Easy install, high power and low maintenance



Styles: 
Romantic voices 26/ 36
Symphonic voices 26/ 36
Baroque voices 26/ 36
  
Items: 
Manuals (church organ touch): 
5 octaves (C-c””)  2
Amplifiers/channels (100-200 Watt maximum) 3
Bass Amplifier (100-200 Wat maximum) 1
High Power amplification •
Principals and Reeds C-C# •
Physiological expression pedal •
Dynamic Pipe Response •
  
Display: 
Volume, transposer, pitch and memory •
  
Easy Menu: 
Demo songs •
Temperaments: Equal temperament, 
Werckmeister III, Meantone •
Programmable toucher 
(high, low, velocity) •
Programmable MIDI •
  
Presets: 
PP-P-MF-F-FF-T (programmable) •
0 (cancel) •
Generals 48
  
Pedalboard: 
30-note straight (C-f’) •
30-note concave (C-f’) optional

32-note AGO (C-g’) optional
  
Accessories: 
Couplers 3
Tremulants 2
Chorus •
MB = Manual Bass •
Toe Studs •
  
External connections: 
MIDI (IN-MOD-SEQ) •
Headphones Stereo up to 2k Ohms. •
External Reverb 470 Ohms/300 mV •
Aux In 1k Ohm/70mV (stereo), •
Aux Out 470 Ohms/300 mV (stereo)  •
External loudspeaker output 4 Ohms •
  
Console: 
Dark or light oak •
Other kind of wood  or colours optional
Wooden expression pedals 2
Wooden roll cover •
Lighted pedal board •
Bench without music spare •
Bench with music spare optional
Rat/heat protected  •
 
Dimensions: 
Height (with music rack) 139 cm
Width (with 32-note AGO pedal) 143 cm
Depth (with 30-note straight pedal) 99 cm
Depth (with 32-note AGO pedal) 109 cm

• = standard   - = not possible

Technical specifications Ecclesia 150/250

Johannus Orgelbouw, Keplerlaan 2, 6716 BS Ede, P.O. Box 459, 6710 BL Ede, The Netherlands

Tel: +31 318 637 403, Fax: +31 318 622 238, E-mail: inform@johannus.com, www.johannus.com


